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MPTP50 Multiphase Transfer Pump – 50hp 
 

 
Compressor 

Type Hydraulic drive low speed reciprocating multiphase pump 

Capacity Control Automatic by PLC, 100% turndown 

Wiring Class 1 Div 2 Hazardous location 

Piping SA-106B Threaded spools 

Max Discharge Pressure 1100 psi std / 1500 optional 7600 / 10,300 kPa 

Max Design Discharge Temperature 400°F 200°C 

 Low pressure pump Very high pressure pump 

Max ΔP 170 psi 1172 kPa 350 psi 2413 kPa 

Recommended Max Continuous Liquid Flow 3345 bbl/d 532 m3/day 1735 bbl/d 276 m3/day 

 

Hydraulic 
Power Pack 

Driver 50 hp 3 phase TEFC electric motor 

Pump Internal Gear 

Hydraulic Oil Filter 6 Micron  

Oil Capacity 69 gal / 260 L 

Cooling Finned tube, fan-cooled 

Oil Temperature Control Automatic: warm-up, air intake louver, cold-start protection 

Wiring General purpose (remote from compressor) 

 

Controls and 
Instrumentation 

System Control PLC with data logging 

Readout PLC hosted wifi with web browser HMI  

Web Enabled Remote Monitoring Cellular Network IOT system 

 

Alarms and 
Shutdowns 

 Alarm Shutdown 

Suction Pressure Low   

Discharge Pressure High   

Differential Pressure High   

Discharge Temperature High   

Hydraulic Oil Temperature Low   

Hydraulic Oil Temperature High   

Hydraulic Oil Leak   

Hydraulic Oil Level Low   

Hydraulic Oil Filter High ΔP   

Motor Overload   

ESD   

 

Weight and 
Dimensions 

Compressor on Concrete Slab 3200 lb / 1452 kg 172” x 25” / 437 cm x 64 cm 

Power Pack 2750 lb / 1247 kg 103” x 53” / 262 cm x 135 cm 

Inlet Connector 2” #600 Flange 1-1/2” Hose available 

Discharge Connector 2” #600 Flange 1-1/2” Hose available 

 

Key Features Options 

• No operator setup or adjustment required 

• Minimum moving parts, minimum maintenance 

• Self-start/auto restart after power outage 

• Call system allows instant notification of shutdowns 

• No process valves 

• Liquid fractions from 0 - 100% 

• 100% turndown 

• Seals easily replaced on site; no additional lifting equipment 

required for servicing  

• Piping for corrosive gas 

• High discharge pressure transmitter 

• Hydraulic heat trace 
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Multiphase Transfer Pump 50hp Projected Performance  
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* Projected performance based on elevation 2500ft, gas density .66, temp 68ºF 

 
 
 
 
 
 
 
 
 
 
 

Increased liquid flow will reduce gas capacity – contact Compact Compression for a specific estimate based on expected operating conditions. 
Pumps can be replaced in the field to optimize for changes in operating conditions. 

Hyd. Pump 
Recommended Maximum 

Liquid Flow 
Maximum ΔP 

Pressure Range m3/d bpd psi kPa 

Very High 276 1735 350 2413 

High 350 2200 270 1861 

Medium 436 2742 220 1517 

Low 532 3345 170 1172 
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